
Maplon® Polypropylene film supplied as rolls.  
Being environmentally friendly AND priced competitively are only two of the reasons why Maplon® is 
the perfect media for printed signage and point-of-sale advertising.  

Maplon®  rolls are used in many different applications such as signage, POP, POS, labels, flower tags, 
packaging, stationery and other applications including thermoforming.

With a wide format and 0% light transmission Maplon® rolls are idealy for multiple types of printing 
such as Screen printing, Litho Offset, UV Digital & Flexo printing. 

MAPLON®

Rolls

Type S.G (gr/cm³) Thickness (mm/inch)
Max Width 
(mm/inch)

Out Max Diameter 
(mm/inch)

PP 0.91 - 1.0
0.18 –0.21mm / .007-.008"
0.22-0.35mm / .009-.014"
0.40-1.20mm / .016-.047"

1100mm / 43" 
1370mm / 54" 
1500mm / 59" 

600mm / 24"
600mm / 24" 600mm 

/ 24"

HDPE 0.96 - 1.0 0.45-1.00mm / .018-.040" 1150 mm / 45" 600mm / 24"

MAPLON® at a glance
• 100% Recyclable.
• Outdoor Rated for 1 year against yellowing.
• Not brittle so it won’t chip or break or tear

as easily.
• High chemical resistance.
• Printed on UV Digital & Screen press.
• Enhances ink adhesion through low ink

consumption.

General Notes: 
• Gloss/Gloss 0.40 – 0.80 mm / .016 - .032" max

width 1100mm / 43".
• Smaller or other sizes should be dvised priot to order
• Thickness 0.18 – 0.21 mm / .007 - .008"

depend on application.
• 0.18-0.21mm / .007 - .008" and 0.22 – 0.34 mm /

.009 - .013" embossing Satin/Satin and Sand/Satin
available.

• Core diameter standard 6" and 3".
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